DIVERSION RIDGE REQUIRED
WNHERE GRADE EXCEEDS 2%

EXISTING PAVE
ROADRAY 00

: FILTER FABRIC
SECTION A - A

N NOTE:

. SPILLNAY USE SANDBAGS, STRANW BALES
SEDIMENT BARRIER OR APPROVED METHODS
(STRAN BALE TYPE 5HONN)\ z ngg:‘xNEUZE RUNOFF TO BASIN

SUPPLY WATER TO WASH
WHEELS IF NECESSARY.
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|. THE ENTRANCE SHALL BE MAINTAINED IN A 2. WHEN NECESSARY, WHEELS SHALL BE CLEANED
CONDITION THAT NILL PREVENT TRACKING OR PRIOR TO ENTRANCE ONTO PUBLIC RIGHT-OF-NAY.
FLONWING OF SEDIMENT ONTO PUBLIC RIGHTS- 3. NHEN WASHING 1S REGUIRED, IT SHALL BE DONE
OF-WAY. THIS MAY REQUIRE TOP DRESSING, ON AN AREA STABLIZED WITH CRUSHED STONE
REPAIR 'AND/OK CLEANOUT OF ANY MEASURES THAT DRAINS INTO AN APPROVED SEDIMENT TRAP

USED TO TRAP SEDIMENT. OR SEDIMENT BASIN.

SPACING OF POSTS
TO BE 6-10 FEET APART

FILTER FABRIC MATERIAL SECLRELY
FASTENED TD THE POSTS (R OF USED
THE VIRE MESH

APPROXDMATELY 8 INGHES OF FILTER
le; MATERIAL MST EXTEND

INTO A TRENCH AND EE ANOORED
VITH COMPACTED BAOG ILL MATERIAL

BACKFILLED TRENCH

FILTER FABRIC
MATERIAL

FOR ADDITIONAL STRENGTH,
FILTER FABRIC MATERIAL CAN
BE ATTACHED TO A 6-INCH MAX)
MESH VIRE SCREEN WHICH HAS
BEEN FASTENED TO THE POSTS
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ATTACHING TWO SILT FENCES
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LEAST 182 DEGREES N A
. - QLOOXVISE QIRECTON TO
CREATE A TIGHT SEAL
% VITH THE FABRK MATERIAL

Plate 4.03a Temporary Gravel Construction Entrance
Source: Erosion Draw

Plate 4.06d Installing a Filter Fabric Silt Fence

Source: HydroDynamics, Inc.




